
KSM MARK III
2-60 embroidery heads �

Max. speed, dependent on number  �
of heads, of up to 1.600 stitches/min.

6, 8 or 12 colours �

Embroidery field size X   �
of 240 – 1240 mm

Embroidery field size Y   �
of 500 – 1400 mm

Memory capacity of approx.  �
7 million stitches with up to max. 
240 embroidery designs

Automatic colour change �

Top and bobbin thread breakage  �
monitor

Bobbin winder integrated in the  �
machine

Cloth pressure foot separately  �
driven and electronically height 

The models variety of the new MARK III GENERATION establishs 
an excellent quality standard at enormous productivity, paired with 
set-up times reducing features, a short payback period and a high 
profit ratio to our customers.

adjustable from 0,5 – 4,5 mm, 
allowing problem free handling of 
voluminous parts

Great jumbo hook �

Next embroidery on textiles also  �
proven permanent operation on 
leather

Higher economic life time of our  �
machines compared to the 
competition

Spare parts availability of minimum  �
10 years

Embroidery heads with individual  �
switch on- and off

Colour control unit basing on  �
Windows with user friendly 
operation panel

USB-interface �

Embroidery field illumination �

Optional special equipment
Connection to company network �

Boring device with 4 different borer  �
depths, individually adjustable

Cording device �

Sequins device �

Special models on demand

KSM Mark III
universal flatbed or cylindrical 
multihead embroidery machines

KSM Mark III Generation
The embroidery machines for the efficiency oriented user

Made in Germany



GT T
German Textile Technologies Ltd.

Erlenhöhe 21 
D-66871 Konken (Germany)

Fon: +49 (0)6384 9939 - 0 
Fax: +49 (0)6384 9939 - 12 

e-mail: info@gtt-ltd.de 
http://www.gtt-ltd.de technical changes reserved

Technical data: Mark III Flatbed Version
No. of embroidery heads 2 4 6 10 12 15 18 20 30 60

6 / 8 /12 colours – / n / o – / n / o – / n / o – / n / o – / n / o – / n / o – / n / o – / n / o – / n / o n / – / –
bobbin winder n n n n n n n n n n

jumbo hook n n n n n n n n n n

top and bobbin thread monitor n n n n n n n n n n

full colour touch screen control unit n n n n n n n n n n

needle distance in mm 500 400 400 480 400 320 320 240 240 162,42
special repeats (upon request) e.g. 580 mm e.g. 400 mm
embroidery field 500 mm n n n n n n n n n n

embroidery field 650 – 1.400 mm o o o o o o o o o o

boring device o o o o o o o o o o

cording device o o o o o o o o o o

sequins device o o o o o o o o o o

power connection AC 3 x 200 V, 220 V, 400 V, 415 V, 440 V
power consumption from 1,5 kW to 3,5 kW

Technical data: Mark III Cylindrical Version
No. of embroidery heads 2 4 6 8 10 12

6 / 8 /12 colours – / n / o – / n / o – / n / o – / n / o – / n / o – / n / o
bobbin winder n n n n n n

jumbo hook n n n n n n

top and bobbin thread monitor n n n n n n

full colour touch screen control unit n n n n n n

needle distance in mm 530 530 530 530 430 370
embroidery field border frame 450 mm 450 mm 450 mm 450 mm 450 mm 450 mm
embroidery field single frames 430 x 450 mm 430 x 450 mm 430 x 450 mm 430 x 450 mm 350 x 450 mm 290 x 450 mm
embroidery field cap frames 380 x 110 mm 380 x 110 mm 380 x 110 mm 380 x 110 mm 380 x 110 mm 380 x 110 mm
boring device o o o o o o

cording device o o o o o o

sequins device o o o o o o

power connection AC 3 x 200 V, 220 V, 400 V, 415 V, 440 V
power consumption from 1,5 kW to 3,5 kW

KSM Mark III
universal flatbed or cylindrical 
multihead embroidery machines
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